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ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH TOWN OF PITTSBORO
AND NCDOT STANDARD DETAILS AND SPECIFICATIONS, LATEST REVISIONS.

1. ALL AREAS SHALL BE GRADED FOR POSITIVE DRAINAGE, AND AS SHOWN ON THESE PLANS. THE CONTRACTOR SHALL
MAINTAIN ADEQUATE SITE DRAINAGE DURING ALL PHASES OF CONSTRUCTION.  IN ADDITION TO THE MEASURES SHOWN
IN THESE PLANS, THE CONTRACTOR SHALL USE INTERIM DIVERSION DITCHES, BERMS, OR OTHER METHODS AS
REQUIRED TO DIRECT DRAINAGE AS SHOWN ON THESE PLANS AND TO PREVENT SILT AND CONSTRUCTION DEBRIS
FROM FLOWING ONTO ADJACENT PROPERTIES OR ROADWAYS.

2. CONTRACTOR SHALL COORDINATE WITH THE UTILITY COMPANIES FOR ANY REQUIRED UTILITY ADJUSTMENTS AND/OR
RELOCATIONS.

3. ALL MATERIALS USED FOR BACKFILL SHALL BE FREE OF WOOD, ROOTS, ROCKS, BOULDERS, OR ANY OTHER
NON-COMPATIBLE SOIL TYPE MATERIAL.  UNSATISFACTORY MATERIALS ALSO INCLUDE MAN-MADE FILLS AND REFUSE
DEBRIS DERIVED FROM ANY SOURCE. REFER TO FINAL GEOTECHNICAL REPORT FOR ANY SPECIAL FILL MATERIAL
REQUIRED FOR THIS PROJECT, IF ANY.

4. MATERIALS USED TO CONSTRUCT EMBANKMENTS FOR ANY PURPOSE, BACKFILL AROUND DRAINAGE STRUCTURES, OR
IN UTILITY TRENCHES FOR ANY OTHER DEPRESSION REQUIRING FILL OR BACKFILL SHALL MEET THE REQUIREMENTS OF
THE FINAL GEOTECHNICAL REPORT RECOMMENDATIONS, AND SHALL AT A MINIMUM BE COMPACTED TO 95% OF
MAXIMUM DENSITY AS DETERMINED BY THE MODIFIED PROCTOR TEST AS SET OUT IN ASTM STANDARD D-1557.

5. THE CONTRACTOR SHALL, PRIOR TO ANY OPERATIONS INVOLVING FILLING OR BACKFILLING, SUBMIT THE RESULTS OF
THE PROCTOR TEST TOGETHER WITH A CERTIFICATION THAT THE SOIL TESTED IS REPRESENTATIVE OF THE
MATERIALS TO BE USED ON THE PROJECT.  TESTS SHALL BE CONDUCTED BY A CERTIFIED MATERIALS TESTING
LABORATORY AND CERTIFICATIONS MADE BY A LICENSED PROFESSIONAL ENGINEER REPRESENTING THE
LABORATORY.

6. ALL DEMOLITION DEBRIS AND OTHER EXCESS MATERIAL SHALL BE HAULED OFF-SITE.

7. REFERENCE STRUCTURAL DRAWINGS AND SPECIFICATIONS AND GEOTECHNICAL REPORT FOR BUILDING PAD AND
PAVING SUBGRADE INFORMATION.

8. PROPOSED CONTOURS AND GUTTER GRADIENTS ARE APPROXIMATE.  PROPOSED SPOT ELEVATIONS ARE TO BE USED
IN CASE OF DISCREPANCY.

9. CONTRACTOR SHALL OBTAIN ALL PERMITS REQUIRED FOR BLASTING ROCK IF BLASTING ROCK IS ENCOUNTERED.
CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR COMPLYING WITH ALL BLASTING AND SAFETY REQUIREMENTS.

10. CONTRACTOR SHALL INCLUDE IN THE CONTRACT PRICE ANY DEWATERING NECESSARY TO CONSTRUCT THE PROJECT
AS SHOWN ON THE PLANS.

11. ACCESSIBLE ROUTES AND PARKING AREAS MUST BE PROVIDED IN ACCORDANCE WITH THE CURRENT ADA
REQUIREMENTS.  THE RUNNING SLOPE OF WALKING SURFACES CANNOT BE STEEPER THAN 1:20 AND CROSS SLOPE OF
WALKING SURFACES CANNOT BE STEEPER THAN 1:48, WHICH INCLUDES CROSSWALKS.

12. CONTRACTOR SHALL VERIFY AND COORDINATE ALL DIMENSIONS SHOWN, INCLUDING THE HORIZONTAL AND VERTICAL
LOCATION OF CURB INLETS AND GRATE INLETS AND ALL UTILITIES CROSSING THE STORM SEWER.

13. CONTRACTOR SHALL PROVIDE ALL MATERIALS AND APPURTENANCES NECESSARY FOR COMPLETE INSTALLATION OF
THE STORM SEWER.

14. ALL RCP STORM SEWER SHALL BE MINIMUM CLASS III REINFORCED CONCRETE PIPE, UNLESS OTHERWISE NOTED.

15. THE LOCATIONS OF STORM SEWER STRUCTURES SHOWN ON THESE PLANS ARE APPROXIMATE.  WHERE PROPOSED
STORM SEWER PIPING TIES TO EXISTING STRUCTURES, PIPES, SWALES, ETC., THE CONTRACTOR SHALL FIELD ADJUST
PROPOSED STORM SEWERS TO MATCH THE LOCATIONS OF THESE EXISTING FEATURES.

STORM DRAINAGE/GRADING NOTES:

GRAPHIC SCALE

1 inch = 100 ft.

100 0 50 100 200


