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7.1

ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH TOWN OF PITTSBORO
AND NCDOT STANDARD DETAILS AND SPECIFICATIONS, LATEST REVISIONS.

THOMPSON STREET PAVEMENT MARKING PLAN

THOMPSON STREET STORM DRAINAGE AND GRADING PLAN

1 inch = 50 ft.

50

GRAPHIC SCALE

0 25 50 100

4" WHITE MINI-SKIP LINE (3'-9'/SP)

4" DOUBLE YELLOW LANE LINE

6" WHITE LANE LINE

PAVEMENT MARKING SYMBOLS

1. PERMANENT MARKINGS SHALL BE THERMOPLASTIC AND INSTALLED AFTER FINAL OVERLAY
IS COMPLETED.

2. ALL PAVEMENT MARKINGS ALONG THOMPSON STREET SHALL BE INSTALLED IN
ACCORDANCE WITH NCDOT STANDARDS & SPECIFICATIONS.

3. PREMARKINGS ALONG THOMPSON STREET SHALL BE APPROVED BY NCDOT TRAFFIC
ENGINEER PRIOR TO COMPLETION.

4. PERMANENT PAVEMENT MARKERS SHALL BE INSTALLED IN ACCORDANCE WITH NCDOT
STD 1250.01.

5. ALL SIGNAGE SHALL BE IN ACCORDANCE WITH MUTCD STANDARDS & SPECIFICATIONS.

PAVEMENT MARKING/SIGNAGE NOTES:

PAVEMENT MARKING  LEGEND

SEE SHEET 7.2 FOR STORM DRAINAGE
PIPE SCHEDULE AND INLET SCHEDULE.

ALL IMPROVEMENTS ASSOCIATED WITH THOMPSON
STREET ARE SUBJECT TO NCDOT REVIEW AND APPROVAL.

EXISTING UTILITY RELOCATION NOTE:
ALL EXISTING UTILITIES IN CONFLICT WITH PROPOSED CONSTRUCTION
SHALL BE RELOCATED BY OTHERS.  CONTRACTOR SHALL COORDINATE
WITH APPROPRIATE UTILITY PROVIDER PRIOR TO RELOCATING UTILITY.

ALL STORM DRAINAGE ALONG THOMPSON STREET
(FES90-YI93) SHALL BE INSTALLED IN ACCORDANCE

WITH NCDOT STANDARDS & SPECIFICATIONS.

TRAFFIC CONTROL PLAN NOTE:
ALL LANE CLOSURES TO ACCOMMODATE ROAD WIDENING AND
UTILITY INSTALLATION SHALL BE PERFORMED IN ACCORDANCE

WITH NCDOT STANDARDS & SPECIFICATIONS.  SEE NCDOT DETAILS
#1101.02 (SHEET 1 OF 15) AND #1101.11 (SHEETS 1-4 OF 4).

EXISTING DRIVEWAY NOTE:
CONTRACTOR TO MAINTAIN ACCESS AT ALL TIMES DURING

CONSTRUCTION TO EXISTING HOUSES. CONTRACTOR SHALL
RECONSTRUCT ALL DRIVEWAY ENTRANCES OFF OF THOMPSON STREET

UPON COMPLETION OF CONSTRUCTION. ALL EXISTING DRIVEWAY
DRAINAGE STRUCTURES SHALL BE REMOVED AND REPLACED.


